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Product Position Matrix
Product Family Comparison

ZEISS 1

Specifications ZEISS METROTOM 800 320 kV ZEISS METROTOM 800 225 kV ZEISS METROTOM 800 130 kV ZEISS METROTOM 1500 225 kV

X-ray tube 320 kV, 500 W 225 kV, 500 W 130 kV, 39 W 225 kV, 500 W

FPD 3072 x 3072 px @ 139 µm 1920 x 1536 px @ 127 µm 1920 x 1536 px @ 127 µm 3072 x 3072 px @ 139 µm

Dimensions (width x length x 
height) in mm 1820 x 3200 x 2100 1820 x 3200 x 2050 1310 x 2190 x 1960 1810 x 3700 x 2440

Part weight Up to 50 kg Up to 5 kg Up to 5 kg Up to 50 kg

MPE (according to VDI/VDE 2630 
1.3) (VAST) in µm

SD (TS) 4.5+L/50
PS (TS) 3
PF (TS) 4

E (TS) 9+L/50

SD (TS) 4+L/100
PS (TS) 4
PF (TS) 4

E (TS) 9+L/100

SD (TS) 2.9+L/100
PS (TS) 3
PF (TS) 4

E (TS) 6.9+L/100

SD (TS) 4.5+L/50
PS (TS) 4
PF (TS) 4

E (TS) 10.5+L/50

Max. reconstruction volume (d x h)
500 mm x 470 mm (VHD and VM)

325 mm x 520 mm (VM)
325 mm x 250 mm

300 mm x 360 mm (VHD and VM) 300 mm x 360 mm (VHD and VM) 615 mm x 800 mm (VHD and VM)

Max. voltage 320 kV 225 kV 130 kV 225 kV

Max. power 500 W 500 W 39 W 500 W

Min. Focal spot 7 µm 7 µm 5 µm 7 µm

System weight 9.5 t 5 t 5.95 t 6.6 t

One SW (ZIX) approach Yes Yes Yes Yes



Product Position Matrix
Positioning within ZEISS X-ray portfolio
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